
Return plenum for custom-made pipes
in PAL
- cod. PWD100011 - cod. PWD100012 - cod. PWD100013

TECHNICAL SPECIFICATIONS:
• PAL (80 µm embossed, lacquered aluminium foil + 20 mm pir insulation)
• Panel thickness: 20mm
• Thermal insulation, waterproof
• Mounting collar: included
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DIMENSIONS
CODE INTERNAL HEIGHT [mm] INTERNAL DEPTH [mm] Ø INTERNAL COLLAR [mm]

PWD100011 up to 300 (on request) up to 1000 (on request) 600 1 x 350

PWD100012 up to 400 (on request) up to 1200 (on request) 800 1 x 350

PWD100013 up to 400 (on request) up to 1500 (on request) 1000 2 x 350

ITEMS
CODE DESCRIPTION

PWD100011 CUSTOM MADE RETURN PLENUMS IN PAL FOR DUCTED UNITS - MOD. 1 / L

PWD100012 CUSTOM MADE RETURN PLENUMS IN PAL FOR DUCTED UNITS - MOD. 2 / L

PWD100013 CUSTOM MADE RETURN PLENUMS IN PAL FOR DUCTED UNITS - MOD. 3 / L

All rights relating to this publication are the exclusive property of Tecnosystemi SpA.

Tecnosystemi SpA reserves the right to make changes at any time and without notice, for technical or commercial needs.
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