
Capillary limiter thermostat with fixed
calibration 100°C
- cod. 27500030 - cod. 27500040

TECHNICAL SPECIFICATIONS:
• Exchange contacts due to temperature increase
• Max head temperature +85°C
• Max bulb temperature +125°C
• Copper bulb Ø 6.5 x 95 mm
• Min bending radius of capillary 5 mm

ITEMS
CODE DESCRIPTION

27500030 LIMIT THERMOSTAT WIDESPREAD WITH FIX CALIBRATION 100°C

27500040

All rights relating to this publication are the exclusive property of Tecnosystemi SpA.

Tecnosystemi SpA reserves the right to make changes at any time and without notice, for technical or commercial needs.

Powered by TCPDF (www.tcpdf.org)

Tecnosystemi S.p.A. - Società Benefit   |  www.tecnosystemi.com
Via dell’Industria, 2/4 - Z.I. San Giacomo di Veglia  31029 Vittorio Veneto (Treviso) - Italy
Phone +39 0438 500 044  |  Fax +39 0438 501 516  |  n. verde 800 904474 (only for Italy)

Al
l r

ig
ht

s r
el

at
in

g 
to

 th
is 

pu
bl

ica
tio

n 
ar

e 
th

e 
ex

clu
siv

e 
pr

op
er

ty
 o

f T
ec

no
sy

st
em

i S
pA

. T
ec

no
sy

st
em

i S
pA

 re
se

rv
es

 th
e 

rig
ht

 to
 m

ak
e 

ch
an

ge
s a

t a
ny

 ti
m

e 
an

d 
w

ith
ou

t n
ot

ice
, f

or
 te

ch
ni

ca
l o

r c
om

m
er

cia
l n

ee
ds

.

1

DATASHEET rev. 00 - 28/11/2022

http://www.tcpdf.org

