
Black neoprene adhesive strip
- cod. 11128006 - cod. 11128005

TECHNICAL SPECIFICATIONS:
• Anti-UVA neoprene adhesive
• Black colour
• Operating temperature: -45°C to +85°C

TECHNICAL DATA
TECHNICAL SPECIFICATIONS TECHNICAL DATA

FORMAT code 11128006 3x100 [mm] length 10 [m]
FORMAT code 11128005 3x50 [mm] length 10 [m]

REACTION TO FIRE CLASS B-s2-d0
USE TEMPERATURE DA - 45°C A + 85°C

THERMAL CONDUCTIVITY COEFFICIENT ≤ 0.0370 W/mK at the temperature of +40°C
WATER VAPOUR RESISTANCE μ≥7000

TYPE OF ADHESIVE Water-based
REINFORCEMENT MESH Polyester 8x3 mm
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ITEMS
CODE DESCRIPTION
11128006 BLACK NEOPRENE ADHESIVE STRIP 3x100 mm
11128005 BLACK NEOPRENE ADHESIVE STRIP 3x50 mm

All rights relating to this publication are the exclusive property of Tecnosystemi SpA.
Tecnosystemi SpA reserves the right to make changes at any time and without notice, for technical or commercial needs.
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