
Aluminium mesh adhesive strap
- cod. 11150060 - cod. 11150062 - cod. 11150064

TECHNICAL SPECIFICATIONS:
• Thickness: 83 μm
• Operating temperature: -30°C to +120°C
 

DIMENSIONS
CODE WIDTH [mm] LENGTH [m]
11150060 50 50
11150062 75 50
11150064 100 50
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TECHNICAL DATA
Name of the product ALUMINIUM ADHESIVE TAPE 50

mm x 50 m
ALUMINIUM ADHESIVE TAPE 75

mm x 50 m
ALUMINIUM ADHESIVE TAPE 100

mm x 50 m
Code 11150060 11150062 11150064

Manufacturer/Brand Tecnosystemi
Support Material Aluminium foil with fibreglass reinforcement
Adhesive Type Solvent-based acrylic

Colour Silver
Total thickness 83u(film+ mesh fabric +adhesive)

Dimensions [mm] 50 mm x 50 m 75 mm x 50 m 100 mm x 50 m
Tensile strength &gt;100 N/25mm

Elongation &lt; 5 %
Tear resistance n/a

Adhesion to steel &gt;15 N/25mm
First tack n/a

Peeling force n/a
Operating temperature range -30 to +120 °C

Heat resistance 120°C
UV resistant excellent reflection of both heat and light

Moisture resistance
Chemical Resistance n/a
Electrical conductivity n/a

Insulation not an electrical insulator
Application temperature +10 °C to +40 °C

Surface Preparation must be clean, dry, free from grease, oil or other contaminants
Flame resistance n/a

Certifications Compliant with REACH, POPs
Storage temperature 21°C (70°F)

Duration 12 months in the recommended storage conditions
Safety information No list of SVHC candidates included according to Reg. REACH

ITEMS
CODE DESCRIPTION
11150060 ALUMINIUM FOIL SCRIM-MESH ADHESIVE TAPE 50 mm x LENGTH 50 mt
11150062 ALUMINIUM FOIL SCRIM-MESH ADHESIVE TAPE 75 mm x LENGTH 50 mt
11150064 ALUMINIUM FOIL SCRIM-MESH ADHESIVE TAPE 100 mm x LENGTH 50 mt

All rights relating to this publication are the exclusive property of Tecnosystemi SpA.
Tecnosystemi SpA reserves the right to make changes at any time and without notice, for technical or commercial needs.
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