
EVEN-T
electric extractor

- cod. 11104028

TECHNICAL SPECIFICATIONS:
• Made of ABS
• Fastening by means of hidden screws
• 7-blade fan
• Designed for ventilation of medium to small rooms
• Equipped with adjustable timer from 2 to 30 minutes
• Option to mount inside ventilation channels
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DIMENSIONS
CODE A [mm] B [mm] C [mm] Ø D [mm] E [mm]
11104028 152 120 126 100 30

TECHNICAL DATA
TECHNICAL SPECIFICATIONS TECHNICAL DATA

Power supply [V] 220
Frequency [Hz] 50

Power [W] 14
Current [A] 0,085

Extraction capacity [m³/h] 88
Air pressure [Pa] 33

Max sound level [dB(A)] 33
RPM 2300

Weight [kg] 0,60

ITEMS
CODE DESCRIPTION
11104028 "EVEN" ELECTRIC EXTRACTOR

All rights relating to this publication are the exclusive property of Tecnosystemi SpA.
Tecnosystemi SpA reserves the right to make changes at any time and without notice, for technical or commercial needs.

Powered by TCPDF (www.tcpdf.org)

Tecnosystemi S.p.A. - Società Benefit   |  www.tecnosystemi.com
Plant 1: Via dell’Industria, 2/4 - Plant 2: via Caduti del Lavoro, 7 - Plant 3: via Caduti del Lavoro, 5
Z.I. San Giacomo di Veglia 31029 Vittorio Veneto (Treviso) - Italy
Phone +39 0438 500 044  |  Fax +39 0438 501 516  |  n. verde 800 904474 (only for Italy) Mechanical Controlled Ventilation

DATASHEET

2

http://www.tcpdf.org

